


TEST FREQUENCY l 00Hz/l 20Hz/l kHz/1 Ok Hz/ 
l OOkHz Selectable 

FULL SCALE 

INDUCTANCE I Range 
Best Accuracy 
Resolution 

CAPACITANCE I Range 
Best Accuracy 
Resolution 

RESISTANCE I Range 
Best Accuracy 
Resolution 

DC RESISTANCE I Range 
Best Accuracy 
Resolution 

QUALITY FACTOR (Q) I Range 
Accuracy 
Best Resolution 

DISSIPATION FACTOR (D) I Range 
Accuracy 
Best Resolution 

PHASE ANGLE (9) I Range 
Accuracy 
Resolution 

l 00Hz/l 20Hz/l kHz/1 Ok Hz l 00Hz/l 20Hz/l kHz 
Selectable Selectable 

Main Display: 20,000/2,000 count Selectable 
Sub Display: 2,000 count 
20u H -20kH range depends on the selected test frequency 
士(0.2% rdg + 2 digits) 
0.007 uH -0.007 kH depends on the selected range 
20pF -20mF range depends on the selected test frequency 
士(0.2% rdg + 2 digits) 
0.007 pF -0.007 mF depends on the selected range 
20 !J -200M !J range depends on the selected test frequency 
士(0.2% rdg + 2 digits) 
0.007 !J -0.07 M !J depends on the selected range 
200!J -200M!J in 7 ranges 
士(0.2% rdg + 2 digits) 
0.07 !J -0.07 M !J depends on the selected range 
0.000-999 
2 x (main parameter accuracy) 
0.007 
0.000-999 
2 x (main parameter accuracy) 
0.007 
-90.0°-90.0° 

士(0.2% rdg + 5 digits) 
0.7 ° 
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Note : Specifications are performed by test cable length - Om 

I它一

Opt.01 
Opt.02 
Opt.03 
Opt.04 

Specifications subject to change without notice. C R-900SG D l DH 

LCR-916 l OOkHz Hand-held LCR Meter 
LCR-915 lOkHz Hand-held LCR Meter 
LCR-914 l kHz Hand-held LCR Meter 

User manual x l, Battery 

4Wire DIP test lead 
Accessory Pack for LCR-915 
Accessory Pack for LCR-914 
Magnetic Hang kit for LCR-914 

Note : l .One year warranty, excluding accessories 
2.The accessory pack for LCR-915 includes SM D 

test probe, AC adapter, USB cable and CD 

ACCESSORIES GUIDE 
MODEL LCR-916 LCR-915 LCR-914 

Shorting Cube Standard Standard Standard 
Alligator Clip Standard Standard Standard 
Magnetic Hang Kit Standard Standard Opt 04 
4 Wire SMD Probe Standard Opt 02 Opt 03 
AC Power Adapter Standard Opt 02 Opt 03 
USB Cable Standard Opt 02 Opt 03 
PC Software (CD) Standard Opt 02 N/A 
4 Wire DIP Clip Opt 07 Opt 07 Opt 07 

Shorting Cube Alligator Clip Hanging Kit SM D Test Probe AC Adapter USB Cable DIP Test Lead 

峦 ．， ＿ tU\ � 90 
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